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SSB-P Type 10-100 15-150 20-200 25-250 30-300 

 
Electrical Data 

Maximum operating voltage UDC 1000 VDC  

Fuses  PV(+) or PV(+) and PV(-) 

Maximum output DC current IDCmax 100 A 150 A 200 A 250 A 300 A 

Maximum number PV inputs 
(strings) 

 10 15 20 25 30 

Maximum input DC current per 
string 

ISTRmax 10 A 

String current measurement range ISTR 0 A to 10 A 

Reverse string current measuring ISTR rev Yes 

Surge arrester  Type II 

Test voltage  2.5 kV, 50 Hz, 1 min 

Power supply  Directly from PV strings 
300 VDC (starting voltage) / 100-1200 VDC (operating voltage) 

Maximum power consumption  5 W 

 
 
 
 
 

Mechanical Data 

Dimensions  See on next page 

Weight with fuses PV+ only 
 with fuses PV+ and 
PV-  

 28 kg 
30 kg 

29 kg 
35 kg 

30 kg 
36 kg 

47 kg 
49 kg 

49 kg 
51 kg 

Colour  RAL 7035 (light grey) 

Enclosure material  Glass-fiber-reinforced and halogen-free polyester 

Protection class according to 
EN 60529 

 IP54 (outdoor) 

Impact strength according to 
EN 62262 

 IK10 

Maximum air humidity  95 % 

Ambient temperature range Tamb –20 °C ... +60 °C 

UV proof  Yes 

 
Monitor Interface 

Type Multi-string monitor (MSM) 

Status feedback 
(reverse current, manual switch 
on/off, 
surge arrester fault indication) 

Yes, via communication interface 

String current monitoring Yes, via communication interface 

String voltage monitoring Yes, via communication interface 

Box temperature monitoring Yes, via communication interface 

   
Communication Interface 

Fiber optical interface (default) Ring type serial interface connection 

RS 485 serial interface (optional) Separable screw terminal with 6 pins for easy bus wiring. Galvanically isolat-
ed from monitoring electronic. 

 
Standards 

CE conformity / EMC Yes / EN 61000-6-2, EN 61000-6-4 / EN 50178 
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Available versions 
 

SSB-P Type Fuses 
Dimensions 

B H N M P O 

SSB-P-10-100-1 PV(+) 750 mm 500 mm 540 mm 550 mm 800 mm 290 mm 

SSB-P-10-100-2 PV(+) and PV(-) 750 mm 500 mm 540 mm 550 mm 800 mm 290 mm 

SSB-P-15-150-1 PV(+) 750 mm 500 mm 540 mm 550 mm 800 mm 290 mm 

SSB-P-15-150-2 PV(+) and PV(-) 750 mm 750 mm 540 mm 800 mm 800 mm 540 mm 

SSB-P-20-200-1 PV(+) 750 mm 500 mm 540 mm 550 mm 800 mm 290 mm 

SSB-P-20-200-2 PV(+) and PV(-) 750 mm 750 mm 540 mm 800 mm 800 mm 540 mm 

SSB-P-25-250-1 PV(+) 1000 mm 750 mm 790 mm 800 mm 1050 mm 540 mm 

SSB-P-25-250-2 PV(+) and PV(-) 1000 mm 750 mm 790 mm 800 mm 1050 mm 540 mm 

SSB-P-30-300-1 PV(+) 1000 mm 750 mm 790 mm 800 mm 1050 mm 540 mm 

SSB-P-30-300-2 PV(+) and PV(-) 1000 mm 750 mm 790 mm 800 mm 1050 mm 540 mm 

 
 
Ordering Information 
For technical or commercial information please contact the ELECTROINVENT sales office. 
 
 

Sales 
 

Economic  Bozhurishte, -   oneZ  

6  23, POB str., Petrov Valeri 

2227  Bulgaria Bozhurishte, 

Tel.: 

Fax: 

E-Mail: 

Web site: 

+(359 2) 862 14 06; 868 70 65 

+(359 2) 962 52 63 

sales@elinvent.com 

http://www.electroinvent.com/ 

 

 

 


